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Preface  

 

Please read this instruction manual carefully before using it to know more about the using 

method and the maintenance. This will be  helpful for you to use the lock and its management 

software  properly and effectively.  
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Drilling Hole and Installing Instructions  

 

1o•  Distinguish the door lock directions  

�z Right -opening door lock: door hinges  (knob) on the right of the doorframe.  

�z Left -opening door lock: door hinges  (knob) on the left of the doorframe.  

 

 

 

 

 

  

Right -opening(R)    outside     left -opening ( L) 

 

 

2o•  Drill Hole:  

�z Mark the datum line : Draw a datum  line respectively on the door frame, obverse, reverse, and side face of the 

door at the same height. (we suggest the terrain clearance  be 0.9~1 m, this is the height of the handle).  

�z Drill hole for the l ock core:  Use the tools to drill hole for the lock core first according to the drilling hole model, 

please refer to the following drawing:   

 

 

  

 

 

 

 

 

 

 

(Drill  hole for the lock core)  

 

 

3o•  Install the lock:  

�z Assemble  related installation kits:  Unpack the packing case, take out the lockset and related installation kits, 

assemble the mechanical key locking head  and fixed leg  of the former lock plate.  

�z Install the lock core:  

�¾ Take down the side stainless steel mo uldings ; 

�¾ Fix the lock core on the door with two c ross countersunk head screws , and please do not over the line;  

�¾ Intall the side mouldings;  

 

�z Install the front and back panels of the lock:  

�¾ Install the square shafts on the door inside and outside ψ 

�¾ Connect the 8PIN data cables of the front panel and lock core;  


